UK Microwave Group - Chipbank

MISCELLANEOUS SM COMPONENTS

2.5 – 10pF SM ceramic trimmers.(Kyocera CTZ-10A-W1-PF) 
1.5-3pF plastic trimmers, Murata TZB4Z030 1.4-3pF Type B, Brown. 
3 – 10 pF plastic trimmers. ( Murata TZBX4Z100BA110T00 ) Type A and type B, White
4, 8, and 12 way SM DIP switches 

8 way SM DIP switches, SOIC package 

Potentiometers, 1 Meg 

Potentiometers, 330R 
Resistors D-Pak R500, 25 watt
100nF ( 2819 ) PET film 63v capacitors

SM fuses ( ~1206 ) 250mA and 2 Amp 
Resetting SM fuse 1amp working, 2 amp trip 

Key switches ( approx 0.25x0.25” )

LEDs Red (approx 0.125x0.125” ) Two types, top and bottom contacts
LEDs Red. Through panel mount. ( ie lens penetrates pcb, connections on track side. )
LED Blue High brightness 0603
CSACS12  ceramic resonators 12MHz 
Murata CSTCC7M37G56-R0 ceramic resonators, 7.37MHz
Minicircuits directional coupler DBTC-10-13= 5-1000MHz 10dB coupling

Minicircuits splitter BP2C1= 600-1100MHz 2 port

Minicircuits splitter SCA-3-11+ 100-900MHz 3 port

Minicircuits splitter SCA-4-10+ 5-1000MHz 4 port
Crystals 32.768kHz 1206
Crystals SM low profile HC49   3.6864MHz 
Crystals SM preformed wire ended with tag on case 8MHz
Crystals SM low profile HC49   18.432MHz  
Crystals SM low profile HC49   25.000MHz 
Crystals 30MHz smd 3.2x2.5mm 

Crystals 61.44MHz sm 2012
`
330R Bussed resistor network 16 pin. CTS 768 series

Murata 2.4-2.5GHz filters-LFSN25N19C-2450B 

Bidirectional transient voltage suppressors Vishay SMBJ100CA 
Murata 455kHz discriminators
Murata LDC40B140J0900A-100/TA01,  14dB 4 port coupler. Works 70 & 23 cm.
Murata BLM11A601SPTM00-03 noise suppressor, 600ohm, 200mA 100MHz

Murata BCM31A700SPTM00-03 noise suppressor 70ohm 200mA

Feedthrough caps 1nF sm 1206 size ( Chip with three terminals )

Circulators for PCB mounting 870-880MHz 
Solder in 2M lengths. 0.38mm 'No clean'. ( Use with BLT 10-75-30-R flux available from Kevin, G3AAF at rallies and RTs  )
Headers 3 pin surface mount with 4 pin footprint ( . .. )
Headers 3 pin surface mount, standard footprint.

Headers 4pin (2x2) surface mount 0.1”
Headers female 2x10 surface mount side entry 0.05”
Bluetooth modules ( ex-G3AAF - datasheet and modification info available )

Relays smd 5volt DPDT ( NEC EE2-4 5NS1 )

Ceramic filter 4 pole 918MHz

Ceramic filter 2332.5MHz 3dB B/W ~75 MHz Lark Engineering 

Ceramic filter 2.59GHz

Pressbutton switches N.O. Horizontal and vertical types.

USB A female conectors.
Gas plasma static arresters SL1003 A 230CSM
Bluetooth chip antennas, 2.45GHz

Los pass filter 1.95GHz LP0806A1960ASTR

Low pass filter 3.5GHz LP0805A3500ASTR

Hybrid coupler 18dB 1.95GHz LDC211G9518H-073
Temperature sensor TMP101NA I2C SOT23-6
Balun TDK 2.4GHz 0805 ( 6 pads )

RF switch MASWSS0151-T 3GHz SOT363
Ferrite beads
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